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TABLA FLORA - 1 

 

TABLA 1   

TABLA DE FLORA 
 

FAMILIA NOMBRE CIENTÍFICO NOMBRE COMÚN AREA DE OBSERVACION 

A B 

ACANTHACEAE Thunbergia alata Bejuco de poeta X X 

ASCLEPIADACEAE Asclepias curassavica Platanillo X  

Merremia quinquefolia Batatilla blanca X  

BIGNONIACEAE Creccentia cujete Higuero X  

Spathodea campanulata Tulipán africano  X 

BROMELIACEAE Ananas comosus Piña  X 

CAPRIFOLIACEAE Lonicera japonica Madreselva X  

COMMELINACEAE Commelina diffusa Cohítre azul X  

COMPOSITAE Bidens alba var. radiate Margarita X  

Mikania congesta Falso guaco X  

Wedelia trilobata Margarita amarilla X  

CYPERACEAE Cyperus brevifolius ----------- X  

Cyperus distans ----------- X  

Cyperus sphacelatus ----------- X  

Fimbristylis sp  X  

EUPHORBIACEAE Jatropha gossypiifolia Tua tua X  

LEGUMINOSAE MIMOSOIDEAE 

Acasia magnium Zarzo negro  X 

Mimosa ceratonia Zarza X  

Mimosa pigra Zarza negra X  

Mimosa pudica Moriviví X  

PAPILIDIOINEAE 

Centrosema pubescens Flor de conchitas X  

Centrosema virginianum Flor de conchitas X  

Macroptilium lathyroides Habichuela parada X  

Vigna luteola Frijol silvestre X  

LYTHRACEAE Cuphea parsonsia Chiagari X  

MALVACEAE Sida espinosa Escoba espinosa X  
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TABLA FLORA - 2 

FAMILIA NOMBRE CIENTÍFICO NOMBRE COMÚN AREA DE OBSERVACION 

A B 

Urena lobata Cadillo X  

MELASTOMATACEAE Tetrazygia eleagnoides Verdiseco   X 

Cecropia schreberiana Yagrumo hembra  X 

ONAGRACEAE Ludwigia sp. Cangá X  

PALMACEAE Roystonea borinquena Palma real  X 

POACEAE 
 
 

Andropogon bicornis Yerba barba de indio X  

Digitaria decumbens Pangola X  

Melinis repens Yerba rosada X  

Paspalum conjugatum Pasto búfalo X  

Panicum maximum Yerba de guinea X  

Saccharum spontaneum Caña silvestre  X 

POLYPODIACEAE Nephrolepis sp. helecho  X 

Thelypteris sp. helecho  X 

SAPINDACEAE Cupania americana Guara  X 

VERBENACEAE Citharexylum fruticosum péndula X  

 Lantana camara Cariaquillo  X  

VITACEAE Cissus sicyoides Bejuco de caro X  

1. AREA DE PASTOS  2.  AREA BOSCOSA 
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TABLA FAUNA - 1 

TABLA 2 
 

TABLA DE FAUNA 
 

Familia Nombre Científico Nombre Común 

AVES 

ACCIPITRIDAE Buteo jamaicensis guaraguao 

CUCULIDAE Crotophaga ani Judío 

EMBERIZIDAE Coereba flaveola 

Tiaris bicolor 

Reinita común 

Gorrión negro 

ESTRILDIDAE Estrilda melpoda Veterano mejillianaranjado 

Lonchura punctulata Gorrión canela 

ICTERIDAE Quiscalus niger Chango  

MIMIDAE Mimus polyglottos Ruiseñor 

MUSCICAPIDAE Turdus plumbeus Zorzal de patas coloradas 

PICIDAE Melanerpes portoricensis Carpintero de Puerto Rico * 

TYRANNIDAE Myiarchus antillarum  Juí de Puerto Rico * 

Tyrannus dominicensis Pitirre 

VIREONIDAE Vireo latimeri Bien te veo * 

REPTILES 

 Anolis cristatellus Lagartijo de jardín 

 Anolis pulchellus Lagartijo común 

ANFIBIOS 

 Eleutherodactylus coqui Coquí martillito 

   
 

* Especies endémicas: El término "endémica" quiere decir que sólo vive en Puerto Rico 
y en ningún otro lugar del mundo 



 

 

Appendix B 

Hydrology Study 



 

 

Apéndice B 

Estudio Hidrológico 



 
 
 
 
 
 
 

Hydrologic Study  
Synergy-Barceloneta, Barceloneta, 

Puerto Rico 
 

 

 

 
Prepared for: Municipality of Barceloneta 
 

 
Prepared by:  
 
 

October 27, 2011

 
&&  AAssssoocciiaatteess    PPMG   Civil & Environmental Engineering Services 



 

Hydrologic Study for Synergy Waste to Energy Power Plant 
ii 

TABLE OF CONTENT 

1. INTRODUCTION ........................................................................................... 1-1 

1.1 Study Purpose .............................................................................................. 1-1 

1.2 Scope of Work .............................................................................................. 1-1 

2. DESCRIPTION OF STUDY AREA ................................................................ 2-1 

2.1 Topography and Water Bodies ................................................................... 2-1 

2.2 Flood Zone Classification ........................................................................... 2-1 

2.3 Field Inspection ............................................................................................ 2-1 

3. HYDROLOGIC ANALYSIS ............................................................................ 3-1 

3.1 Hydrologic Analysis Methodology ............................................................. 3-1 

3.2 Watershed Description ................................................................................ 3-1 

3.3 Design Storm and Rainfall Data .................................................................. 3-2 

3.4 Runoff Curve Number .................................................................................. 3-2 

3.4.1 Land Uses ................................................................................................ 3-3 
3.4.2 Soil Type .................................................................................................. 3-3 

3.5 Time of Concentration ................................................................................. 3-4 
3.5.1 Sheet Flow ............................................................................................... 3-4 
3.5.2 Shallow Concentrated Flow ..................................................................... 3-5 

3.6 Hydrologic Simulation ................................................................................. 3-5 

3.6.1 Hydrologic Analysis Results ..................................................................... 3-6 
3.6.2 Pond Volume Estimation .......................................................................... 3-8 

3.7 Cooling System ............................................................................................ 3-9 

4. CONCLUSIONS AND RECOMMENDATIONS ............................................. 4-1 

5. LIMITATIONS OF STUDY ............................................................................. 5-1 



 

Hydrologic Study for Synergy Waste to Energy Power Plant iii 

6. REFERENCES .............................................................................................. 6-1 

7. CERTIFICATION ........................................................................................... 7-1 

8. APPENDICES ................................................................................................ 8-1 

LIST OF FIGURES 

Figure 3.1. Configuration of hydrologic simulation model. ...................................... 3-6 
Figure 3.2  Hydrograph comparison between existing and proposed conditions for 

100 years return period. .................................................................................... 3-9 

LIST OF TABLES 

 
Table 3.1.  Rainfall average values for storms with different return periods and 24-

hour duration. .................................................................................................... 3-2 
Table 3.2.  General hydrologic properties for sub-basins. ....................................... 3-6 
Table 3.3.  Hydrologic simulation results for existing condition ............................... 3-7 
Table 3.4 Hydrologic simulation results for proposed condition .............................. 3-8 

LIST OF APPENDICES 

Appendix A: Location Map ......................................................................................... A 
Appendix B: Proposed SSPRC Layout ...................................................................... B 
Appendix C: Flood Prone Area Map ..........................................................................C 
Appendix D.  Field Photos .........................................................................................D 
Appendix E:  Watershed Map .................................................................................... E 
Appendix F.  Precipitation Data.................................................................................. F 
Appendix G: Land Cover Map ................................................................................... G 
Appendix H:  Soil Maps ..............................................................................................H 
Appendix I.  Hydrologic Data Calculation Sheets ........................................................ I 



 

Hydrologic Study for Synergy Waste to Energy Power Plant 1-1 

1. INTRODUCTION 

Sunbeam Synergy Puerto Rico Corporation (SSPRC) is an independent 

power producer whose approach is based on the development of the appropriate 

use of waste to produce energy. SSPRC proposes the installation of a waste to 

energy facility to generate electricity from waste products. The Project is 

proposed on a farm with approximately 20.5 acres in the northern Puerto Rico 

area, located near the intersection PR-140 and PR-2, Barrio Cachete, within the 

Municipality of Barceloneta. Appendix A shows a location map and Appendix B a 

schematic plan of the SSPRC facility. 

1.1 Study Purpose 

The purpose of this study is to generate hydrologic data to estimate the flows 

and to determine the storm-water management facilities required to manage the 

excess runoff, if any, produced by the proposed development. 

1.2 Scope of Work 

The scope of work of this study is to generate hydrologic data required to 

estimate the peak flows and to determine the excess runoff produced by the 

project before and after the SSPRC is in place. The following tasks were 

performed to complete the hydrologic analysis scope of work: 

1. Watershed delineation and flow pattern determination for the watershed 

contributing to the study reach; 

2. Determination of soil type and land cover for the delineated watersheds; 

3. Determination and assignment of design storm precipitation values for 

all watersheds; 

4. Curve Number estimation for each delineated watershed based on the 

soil type and land cover; 

5. Determination of time of concentration for each watershed; 
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6. Development and construction of a HEC-HMS (COE, V.3.4) hydrologic 

simulation model to determine the maximum flood flows generated by 

storm events with return periods of 2, 5, 10, 25, 50 and 100 years and 

24 hours of duration for pre-developed and proposed condition; 

7. Recommend the minimum storage volume required to manage the 

excess runoff. 
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2. DESCRIPTION OF STUDY AREA 

2.1 Topography and Water Bodies 

The Project area is located near the intersection of PR-140 with PR-2 at Cruce 

Dávila, Barrio Cachete, Barceloneta.  The topography is highly variable with short 

distances principally to the south of the project where “mogotes” exist in the area. 

Elevation varies from 77.5 to 154 meters.  The project site receives discharge 

waters from three offsite basins that drain by overland flow process to two natural 

discharge points, according to the topographic maps. Overland flow is the 

dominant drain process in the sub-basins indentified.   

The land in the project site is fairly flat and is mostly brushes and grassland 

land cover.  No water bodies are found within the project site.  The nearest water 

body is Quebrada Cimarrona which can be found approximately 750 meters south 

of the project site.  Quebrada Cimarrona is a tributary to Rio Grande de Manatí. 

2.2 Flood Zone Classification 

The project site is outside of the flood zone AE and is classified as Zone X 

according to FEMA’s Flood Insurance Rate Map (FIRM) Panels #72000C0270J 

and #72000C0265H;  November 19, 2009.   Appendix C shows the Flood Prone 

Area Map. 
 

2.3  Field Inspection 

Field inspection along the study area was concluded on September 09, 2011.  

Local flow patterns were observed as well as outfall points from the delineated sub-

basins.  Field inspection also confirmed terrain roughness, vegetation cover, and 

urban development. The pictures collected in the field visit are shown in Appendix 

D. 
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3. HYDROLOGIC ANALYSIS 

The major driving forces for the rainfall-runoff process are the intensity and 

duration of storm events, followed by watershed characteristics that translate the 

rainfall input into an output hydrograph at the outlet of the basin.  Size, slope, 

shape, soils, and storage capacity are all important parameters in watershed 

geomorphology.  Land use and land cover parameters can significantly alter the 

natural hydrologic response through increases in impervious cover, altered slopes, 

and improved drainage channel networks. 

A hydrologic analysis was conducted to establish the peak discharge and runoff 

volumes frequency relationships for floods of the selected recurrence intervals for 

the project area. 

3.1 Hydrologic Analysis Methodology 

Advances in computer methods combined with larger and more extensive data-

monitoring efforts have allowed for the development and application of simulation 

models in hydrology. Such models incorporate various equations to describe 

hydrology transport process and account for water balances through time. 

The hydrologic simulation was performed in accordance with the methods 

developed by the Soil Conservation Service (SCS, Ref. 4).  The hydrologic model 

used was HEC-HMS (Vers. 3.4) by the U.S. Army Corp of Engineers (Ref. 5).  This 

computer program estimates the surface runoff resulting from any synthetic or 

natural rainstorm.  Rainfall is transformed to runoff via unit hydrograph methods.  

Discharge is computed at the outlet of each sub-area. 

3.2 Watershed Description 

Our study divides the basin in five sub-basins for the pre-developed and 

proposed condition. Three of which are located upstream of the project site (Sub-

Basin A1, Sub-Basin A-2 and Sub-Basin A-3) and two drain through the project 
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(Sub-Basin A-4 and Sub-Basin A-5). Sub-Basin A-1 has an area of 0.34 km2 (84.3 

acres) and the discharge point is located at west of the project site and drains by 

overland flow. The Sub-Basin A-2 has an area of 0.026 km2 (6.5 acres) and drains 

to the southwest of the project site that will be developed. The Sub-Basin A-3 has 

an area of 0.094 km2 (23.2 acres) and drains to the southeast of the project site 

that will not be developed. Sub-Basin A-4 (0.059 km2) and A-5 (0.023 km2) drain by 

overland flow from the project to two different discharge points. Sub-Basin A-4 is 

the watershed impacted by the development and Sub-Basin 5 is located within the 

Project Site, however this area will not have any construction activities, thus natural 

conditions will be preserved. Table 3.1 shows the resulting contributing areas for 

the Sub-Basins and Appendix E the Watershed Map. 

3.3 Design Storm and Rainfall Data 

The precipitation for the 2, 10, 25, and 100 years return period and 24 hours 

durations, where obtained from Atlas 14 Hydrometeorological Design Study Center 

at a latitude of 18.4233 and longitude of -66.5652. The values read are presented 

on Table 3.1 (See Appendix F). Rainfall temporal distributions were established 

according to the frequency distribution method.  Appendix F shows the incremental 

rainfall distribution.  

Table 3.1.  Rainfall average values for storms with different return periods 
and 24-hour duration. 

Precipitation Depth corresponding to Tr and 24 hours (inches) 

2 5 10 25 50 100 

50 % 20 % 10% 4% 2% 1% 

4.94 6.45 7.76 9.65 11.2 12.9 

3.4 Runoff Curve Number 

The SCS method of runoff estimation involves the computation of a runoff 

Curve Number (CN).  This number corresponds to hydrologic soil-cover relations 
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and land uses.  The major factors to determine CN are the hydrologic soil group, 

cover type, and antecedent moisture condition. 

Values of CN were obtained from tables prepared by the SCS for the Caribbean 

area and were weighted according to the soil type and land use area percentage 

on each sub-basin.   Soil characteristics of the study area were identified by means 

of soil maps.  The United States Department of Agriculture Soil Conservation 

Service (Ref. 6), in cooperation with the University of Puerto Rico has published 

soil maps as known as SSURGO maps and classified the soils according to their 

hydrologic characteristics. This method classifies the soils in four hydrologic groups 

according with their infiltration capacity.  A soil classified A has a high infiltration 

rate and a soil with letter D has a slow infiltration rate, generally present with clay 

soil texture. The PRPB has digitized these maps.   Land cover for the site was 

assigned base on aerial photography and site visit. 

Runoff CN’s were determined using the information provided in the Soil Map 

and Land Cover MAP together with the SCS tables.  The combination of the soil 

and land cover map was achieved using GIS techniques. 

3.4.1 Land Uses 

The primary developed area within the study basin area is the Sector Hector 

Ruiz residential areas at Barceloneta and some industries. The entire study 

drainage basin is located within the Municipality of Barceloneta. Vegetation varies 

from brushes and pastureland in the lower part of the basin to woodland areas in 

the upper part. For the proposed condition, the land use for the waste to energy 

plant used in the hydrologic model is assumed to be light industry. The land cover 

map for the pre-developed and developed condition is shown in Appendix G.  

3.4.2 Soil Type 

Soil types within the basin are variable, the most common soil type found are 

Bayamon clay (MoF) with an area of 0.175 km2 and clay soil texture, fallow by Rock 

outcrop Tanama complex and Bayamon clay loam with an area of 0.164 km2 and 
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0.106 km2 respectively. The predominant hydrologic soil group is type B with 0.373 

km2, and type D with 0.171 km2.  Appendix H shows the soil map. 

Soil map data and landcover data were combined to obtain a CN.  Once 

combined, soil and landuse properties were tabulated to obtain a weighted CN 

value for each sub-basin.  Appendix I shows the CN calculation table.  The 

computed CN for each sub-basin is shown on Table 2. 

3.5 Time of Concentration 

The time of concentration is a watershed characteristic that measure the runoff 

time and is defined as the travel time of a water particle from the hydraulically most 

remote point in the basin to the outflow location. The time of concentration was 

estimated for each basin using the commonly used method known as Soil 

Conservation Service (SCS) TR-55 Method. According with the SCS, water moves 

through a watershed as sheet flow, shallow concentrated flow, open channel, or 

some combination of these processes. The types that occur depend on the 

drainage area and can best be determined by field inspection.  

SCS TR-55 equation follows and the computed times are shown in Table 2. 

3.5.1 Sheet Flow 

0.8

0.5 0.4
2

0.007( )
( )c

nLT
P s

 

where: 

Tc = time of concentration (hr) 

L  = stream flow length (ft) 

S = stream slope 

P2 = 2 year, 24 hours rainfall (in) 

n = Manning’s coefficient  
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3.5.2 Shallow Concentrated Flow  

After a maximum of 300 ft, sheet flow usually becomes shallow concentrated 

flow.  

3600c
LT V  where V is the velocity and its function of the land slope and the 

type of the soil cover, this velocity is estimated by Figure 3.1 at TR-55.  

Hydrologic properties used to estimate the Tc for each basin is presented on 

Appendix I. The lag time is used as input parameter in the hydrologic model when 

the SCS Unit hydrograph method is applied. It is defined as the difference in time 

between the center of mass of net rainfall and center of mass of runoff and is 

calculated as 0.6*Tc. 

3.6 Hydrologic Simulation 

The hydrologic simulation model used for this study was HEC-HMS (Vers. 3.3).  

The simulation model incorporates 5 sub-basins with their respective hydrologic 

properties presented on Table 3.2.  No reach routing computations were performed 

in the model, because no hydrograph attenuations are expected in short distances.  

Three junctions are calculated in the hydrologic simulation. Junction 1 receives 

runoff from Sub-Basins A-1, A-2 and A-4, where the longest time of concentration 

is from Sub-Basin A-1 (50 min). Junction 2 collects runoff water from Sub-Basin A-

3 and Sub-Basin A-5.  

The proposed conditions include the evaluation of excess runoff by the project 

area development with the waste to energy plant. Only Sub-basin A-4 will be 

impacted by the proposed development.  All other sub-basins will preserve existing 

conditions. 

 Figure 3.1 shows the hydrologic configuration used in HEC-HMS for the 

existing and proposed condition. 
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Table 3.2.  General hydrologic properties for sub-basins. 
 

Sub-Basins Parameters 
 Actual Condition Proposed Condition 

 Area 
(km2) 

CN 

(AMC II) 

Tc 

(min) 
CN (AMC 

II) 
Tc 

(min) 

Sub-Basin A-1 0.341043 66.9 50.0 66.9 50.0 
Sub-Basin A-2 0.026365 70.6 45.0 70.6 45.0 
Sub-Basin A-3 0.093798 66.3 5.2 66.3 5.2 
Sub-Basin A-4 0.05943 56.7 42.7 81.8 14.7 
Sub-Basin A-5 0.02267 56.3 15.6 56.3 15.6 

 
 
 
 
 

 

Figure 3.1. Configuration of hydrologic simulation model. 

3.6.1 Hydrologic Analysis Results 

The SCS Dimensionless Unit Hydrograph Method was used to calculate the 

design discharge for the 2, 5, 10, 25, 50 and 100 years storm event with 24-hour 
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duration. The SCS method uses the Lag time instead of the Tc.  The Lag Time can 

be obtained by multiplying the Tc by 0.6. 

Table 3.3 and Table 3.4 show the simulation results for current hydrologic 

condition and proposed condition respectively.  The table shows that a runoff 

increment of 1.224 cms (43.23 cfs) occurs for Subasin A-4 due to the proposed 

development.  However, on Junction 1 the difference is not as noticeable.  The 

reduction in difference can be attributed to the convolution of hydrographs at the 

junction.  Nevertheless, the excess runoff must be managed within the project site 

before discharging it downstream. 

 

Table 3.3.  Hydrologic simulation results for existing condition  
 

Basin/Junction 
ID 

Return Period 100 50 25 10 5 2 
Drainage Area Peak Discharge 

(Km2) (cms) 
Sub-Basin A-1 0.341043 6.576 5.942 5.272 4.254 3.295 1.946 
Sub-Basin A-2 0.026365 0.565 0.516 0.464 0.384 0.306 0.193 
Sub-Basin A-3 0.093798 4.098 3.722 3.310 2.684 2.085 1.221 
Sub-Basin A-4 0.059430 0.997 0.869 0.738 0.549 0.384 0.178 
Sub-Basin A-5 0.022670 0.555 0.484 0.41 0.304 0.209 0.09 
Junction-1 0.426838 8.117 7.311 6.459 5.177 3.978 2.314 
Junction-2 0.116468 4.488 4.057 3.588 2.879 2.207 1.26 
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Table 3.4 Hydrologic simulation results for proposed condition  
 

Basin/Junction 
ID 

Return Period 100 50 25 10 5 2 
Drainage Area Peak Discharge 

(Km2) (cms) 
Sub-Basin A-1 0.341043 6.576 5.942 5.272 4.254 3.295 1.946 
Sub-Basin A-2 0.026365 0.565 0.516 0.464 0.384 0.306 0.193 
Sub-Basin A-3 0.093798 4.098 3.722 3.310 2.684 2.085 1.221 
Sub-Basin A-4 0.059430 2.221 2.094 1.948 1.723 1.482 1.09 
Sub-Basin A-5 0.022670 0.555 0.484 0.41 0.304 0.209 0.09 
Junction-1 0.426838 8.022 7.279 6.497 5.3 4.161 2.534 
Junction-2 0.116468 4.488 4.057 3.588 2.879 2.207 1.26 

 

3.6.2  Pond Volume Estimation 

As shown on Table 3.3 and Table 3.4, the proposed development will generate 

higher peak flows at Sub-Basin-4, therefore the excess runoff must be managed.   

When comparing the storm water hydrograph from existing and proposed 

conditions it can be determine that approximately 5,460 cubic meters (4.4 acre-

feet) are required to manage the excess runoff.  To accomplish this, a detention 

pond will be required. The Figure 3.2 shows the difference between the existent 

and proposed condition for 100 years return period.  
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100 yr Return Period Hydrologic Simulations for Sub_Basin-4 

0

0.5
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1.5

2

2.5

0:00 4:48 9:36 14:24 19:12 0:00 4:48
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ow
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Pre-Developed Condition Developed Condition  

Figure 3.2  Hydrograph comparison between existing and proposed 
conditions for 100 years return period.    

 

3.7 Cooling System  

The energy generation process needs water volume to cool the system. The 

estimated water quantity to cool the waste to energy process was calculated in 250 

gal/min or 1362 cubic meters per day.  

If the storm water management pond is to be used also for the cooling process 

then, additional storage volume will be required. 

The mean annual rainfall for the project area is estimated in 60 inches per year 

or 5 feet per year (REF 8).  The drainage area contributing to the project site is 

equivalent to the one determined for Junction 1 which is in total approximately 105 

acres. The available runoff by average annual rainfall at the pond will be 365 
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acre*ft/year or 1 ac-ft per day. This water could be used to replace evaporation 

losses due to the cooling system.   
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4. CONCLUSIONS AND RECOMMENDATIONS 

After performing a hydrologic study for the Storm-Water Management of the 

Synergy Waste to Energy Power Plant, the following conclusions and 

recommendations can be made: 

 The project site consists of a parcel of approximately 14 acres. 

 Currently the entire project site is undeveloped. 

 Approximately 11 acres will be used for the project development 

 The site topography is very flat which provides for the surface runoff to flow 

overland under sheet flow conditions towards drainage swales located along 

the center of the property. 

 To manage the excess runoff, 5,460 cubic meters of storage above should 

be provided within a proposed pond. 

 Pond outflow must be controled by an outlet structure designed to discharge 

equal or less flow than pre-developed condition results.  The outlet structure 

dimensions shall be sized based on the pond configuration and pond water 

levels. 

 The outlet structure should include an emergency overflow provision in case 

flows higher than design conditions are generated. 

 If the retention pond is to be used as part of the cooling process, then 

additional storage should be provided.  The outlet structure should consider 

the additional storage as well. 
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5. LIMITATIONS OF STUDY 

This study has been prepared according to accepted engineering practices.  

The conclusions and recommendations provided on this report are based on the 

data available at the time the study was completed.  It is the responsibility of the 

design engineer to follow all of the recommendations stated on this report.  

Changes to the proposed site layout and\or any of the improvements 

recommended on this report should be consulted with the hydrologist preparing this 

document, as it could alter or invalidate some or all of the results presented herein. 
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Appendix B: Proposed SSPRC Layout 
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Appendix C: Flood Prone Area Map 
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Appendix D.  Field Photos 
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Appendix E:  Watershed Map
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Appendix F. Precipitation Data 
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Appendix G: Land Cover Map 
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Appendix H:  Soil Maps
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Appendix I.  Hydrologic Data Calculation Sheets 
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I. INTRODUCCIÓN 

 

 El siguiente informe presenta los resultados de la investigación 

arqueológica Fase 1A, realizada durante  el mes de  octubre del corriente 

año, para el propuesto proyecto  Finca Buffalo.  El  proyecto acoge uno de 

los predios  de la Finca Buffalo la cual ocupa un área aproximada de 20 

cuerdas. El propuesto proyecto se ubica en la carretera PR-#140 Km. 70.9 

Interior, del barrio Florida Afuera en el municipio de Barceloneta.  
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 Mediante dicho proyecto se propone establecer una planta de energía 

a partir de basura. Con este propósito esta finca ha sido arrendada por la 

Autoridad de Tierras mediante certificación Núm. 2009-11-01AT y 2010-

01-02AT. 

 

 En virtud de los requerimientos del Reglamento para la Radicación y 

Evaluación Arqueológica de Proyectos de Construcción y Desarrollo  

(Departamento de Estado #46435 y las disposiciones  de la Ley 112 de 

Protección del patrimonio Arqueológico Terrestre de Puerto Rico  fechada 

del 20 de julio de 1988)  se requiere que las agencias relacionadas con la 

protección del patrimonio arqueológico de Puerto Rico y los proyectistas 

privados tomen en consideración los recursos culturales conocidos o que 

puedan existir en los terrenos que sean objeto de algún tipo de desarrollo.   

 

 A tales efectos es necesario llevar a cabo evaluaciones arqueológicas 

con miras a determinar la presencia o ausencia de recursos culturales en 

dichos terrenos, previo a cualquier movimiento de terreno que pueda poner 

en peligro la integridad de los recursos culturales conocidos o potenciales.   

 

 

 

 

 

 

 

 



Centro de Investigaciones Arqueológicas Bieque – arqlvirgi@gmail.com   5 
    

II. LOCALIZACIÓN 

 El municipio de Barceloneta  se encuentra localizado en la costa 

Norte de Puerto Rico, su territorio abarca 48.5 kilómetros cuadrados (18.7 

millas ²). Colinda al Norte con el Océano  Atlántico, al Sur con el 

municipio de Florida, al Este con el municipio de Manatí y al Oeste con el 

municipio de Arecibo. El acceso principal al municipio se logra a través de 

la Carretera Estatal PR #2.   
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 Actualmente sus barrios son: Barceloneta Pueblo, Palmas Altas, 

Garrochales y Florida Afuera. 
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En los límites del predio  evaluado el cual se identifica como “G”  

tenemos las siguientes colindancias; hacia el Norte; el predio A de la Finca 

Buffalo, también, hacia el noreste, facilidades de AAA.  
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Por el límite Sur; tenemos el predio cercado con alambres de púas 

haciendo límite con el camino municipal que colinda también al Sur con 

almacén de  vagones de carga, además de con terrenos de la Autoridad de 

Tierras de Puerto Rico hacia el sureste.  

 

  

 

En el límite Este  existe colindancia con el predio B de la finca 

Buffalo, hacia el sureste hay un pequeño mogote, que no pertenece al predio 

G, que tiene un bosque de acacias, helechos y otras plantas y es uno de baja 

elevación.  
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Por el límite Oeste tenemos una verja con alambre de púas que limita 

con un camino municipal asfaltado, orientado de Norte a Sur, la cual  

colinda a su vez con terrenos de la Autoridad de Tierras de Puerto Rico al 

Oeste.  

 

 

 




